
Robust & Secure tilt bracket

Micro-adjustable
For perfect monitor position 
with fine-tune of:
- Height ±6mm (±¼”)
- Levelling ±3°

Bracket for large & curved 
displays
Including deeply curved 
displays with R1000 & depth 
to 300mm (12”) such as 
Samsung Odyssey Neo G9. 

Fix at any height
User-defined height on 
mounting post

Tilt displays
For your favourite cockpit
- Each monitor tilts -8° to +12°

AWM-BT
SUPER HEAVY-DUTY TILT BRACKET

Digital Signage Mounting Solutions

Available in black

Atdec’s super heavy-duty bracket 
assembles with the AWM family to 
mount Ultrawide & Super Ultrawide 
monitors with deep curvature R1000.
This bracket is central to mounts for 

monitors to 57” and 18kg (40lb) each, 

with curvature depth to 300mm (12”).
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24” – 57” 25kg (55lb)
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18kg (40lb)
CURVED

SINGLE MOUNT

DUAL MOUNT

FREESTANDING

YOUR CHOICE

Check individual solution specifications or 
consult with Atdec for support
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Atdec Uncover™ is where 
our infinite mounting 
possibilities become your 
specific mounting solutions.

Call us to discuss your next project

Robust & Secure tilt bracket

Range of movement

Ordering 

AWM-BT

Tilt and fine-tune adjustments can be made with the monitor attached to the bracket. 

Visit us online to see preconfigured solutions created with AWM-BT, or to create your own.

Atdec Code Description
Super heavy duty tilt bracket, designed for mounting large & deeply curved 
displays
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Unlimited Possibilities
Atdec has mounts for all displays, including 
meeting rooms and video conferencing suites. 
Talk to us about workspace, digital signage, 
and point of sale mounting solutions. 

Do front and side views

Fine-tune height: ±6mm (±¼”) Fine-tune levelling: ±3° Tilt: -8° to +12°




