
Display | Direct wall

The SD-WD mount is a low profile, robust design created to cope with demanding 
commercial environments and a heavy work load requiring quick installation and 
very flexible screen positioning. Despite its durability, the mount doesn’t compromise 
on ease of adjustment. Supporting screens of up to 55lbs (25kg), the range of 
movements include 20 degree infinite adjustment in any direction, portrait to 
landscape rotation and a quick release mechanism for easy screen changing.  
Installation is fast and simple with a choice of VESA mounting hole patterns to 
increase monitor compatibility.

Product key features:
 Designed for simple installation
 Distance from wall: 77mm (3”)
 Ball joint mechanism allows 20 degrees of display adjustment in any direction from the vertical plane
 Quick release mechanism for fast display attachment/removal
 Portrait to landscape rotation
 Comes with all mounting hardware

Mounting hole pattern: 
75mm x 75mm;
100mm x 100mm

SD-WD Maximum weight carrying capacity:
25kg (55lbs)
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Fits most displays from 12" to 24"

Choice of 2 mounting hole 
configurations

Ball joint mechanism 
allows display 

adjustment to 20° in 
any direction

Designed for 
simple installation

Portrait to landscape 
rotation

Quick release mechanism for 
easy display attachment/ 

removal with a security feature
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Product information, single unit

Package information, master pack

Package information, single unit

Technical drawings

Load capacity Material Color

25kg (55lbs) Aluminum/Steel

Size Ship weight UPC code Contents

All hardware required for
installation supplied88149300493121cm x 13cm x 7cm

(8" x 5" x 3") 1kg (2.4lbs)

Size Ship weight UPC Units per master pack

1088149300532727.5cm x 21.5cm x 38cm
(10.75" x 8.75" x 15") 9kg (20.2lbs)
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